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(1)  EXISTING P.C.C. SIDEWALK !
1
¢ DIVISION STREET @ EXISTING HOT-MIX ASPHALT SURFACE COURSE i
| (3)  EXISTING HOT-MIX ASPHALT BINDER COURSE !
]
66’ how (4)  EXISTING BITUMINOUS AGGREGATE MIXTURE BASE COURSE, 8 |
i 1
VARIES 29' 70 35" E-E (5)  EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12 |
: v-7 ' r-7 . ,
a ! z (®  EXISTING PARKWAY |
el | i
of 24, VARIES VARIES varles VARIES VARIES 547 | . (1)  EXISTING SUB-BASE GRANULAR MATERIAL, TYPE B (4") !
Z 710 13 2770 14-6" o T0 1T 127 70 1467 770 13 2 |
% THRU LANE TURN ILANE THRU LANE = INTERMITTENT PROPOSED SIDEWALK REMOVAL |
% [ = AND REPLACEMENT (SEE NOTE A) |
t
LIS e a (3)  PROPOSED TOPSOIL FURNISH AND PLACE, |
777 e RS T  T 3" AND SODDING, SALT TOLERANT I
]
INTERMITTENT PROPOSED COMBINATION CONCRETE CURB |
AND GUTTER REMOVAL AND REPLACEMENT (SEE NOTE A) |
1
()  PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B 4” |
1
@2  RESERVED |
]
EXISTING! TYPICAL CROSS SECTION Vots E
STA 0+81 TO STA. 3418 ®) b{i ’f;gppﬁ;sgo HOT-MIX ASPHALT SURFACE COURSE, |
STA. 26+84 70 STA. 28+74 g !
STA. 29+68 70 STA. 32+23 1/ 10 I
i 2!/4 PROPOSED HOT-MIX ASPHALT BINDER COURSE,
STA. 59+32 TO STA. 62+06 IL-‘IS.O, NT0 3
STA. 79+27 TO STA. 81+91 |
@) HOT-MIX ASPHALT SURFACE REMOVAL (VARIABLE DEPTH) |
!
i
NOTES: i
(A SEE SCHEDULE OF QUANTITY SHEETS FOR LOCATIONS OF |
SIDEWALK, PAVEMENT, AND CURB AND i
GUTTER REMOVAL AND REPLACEMENT. !
i
]
¢ DIVISION STREET ‘ REMOVAL ITEMS i
)
66 ROW !
T 1 E
E
. i . ;
= r-7 VARIES 29’ TO 35' E-E J = :
2 Q b
z 5/-4" VARIES | VARIES . VARIES VARIES | VARIES 54 3 HOT-MIX ASPHALT MIXTURE REQUIREMENTS E
2 7 T0 13 2’ T0 14'-6" o' 70 11 12° 70 146" 770 13 2 MIXTURE TYPE AC TYPE | AIR VOIDS :
= THRU LANE TURN LANE THRU LANE = HOT-MIX_ASPHALT SURFACE COURSE, MIX D", N0 PG 64-22 |47 @ 10 GYR. {
2 @ HOT-MIX ASPHALT BINDER COURSE, IL-13.0, NT0 PG 64-22 »|4% @ 710 GYR. t
% ‘ = [ LEVELING BINDER (MACHINE METHOD), NT0 PG 64-22 » 4% e 10 GYR :
™~ | TEMPORARY PAVEWENT PG 64-22 » | 4% 8 50 GYR. :
! CLASS D PATCHES, TYPE I, & INCH, (BINDER IL-19.0) PC_64-22 » [47 @ 10 GYR. ;
- CLASS D PATCHES, TYPE II, 6 INCH, (BINDER IL-19.0) PG 64-22 » | 4% @ 10 GYR. |
CLASS D_PATCHES, TYPE III, 6 INCH, (BINDER IL-19.0) PG 64-22 » [4% @ 70 GYR. :
CLASS D PATCHES, TYPE 1V, 6 INCH, (BINDER IL-19.0) PC_64-22 4% @ 10 GYR. :
I
I
THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE |
® D0 QUANTITIES IS 112 LBS/SQ YD/IN ;‘
1
N « WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22 :
SEE DETAIL :
" 1
PROPOSED TYPICAL CROSS SECTION ON SHEET &9 :
STA. 0+81 TO STA. 3+8 !
STA. 26+84 TO STA. 28+74 i
STA. 29+68 TO STA. 32+23 REVISIONS ILLINOIS DEP l
. . . ARTMENT OF TRANSPORTATION
STA. 59+32 TO STA. 62+06 NAME DATE !
STA. 79427 TO STA. 81491 FAU 1394 i
\ DIVISION STREET i
/ 1
| EXISTING AND PROPOSED TYPICAL SECTIONS ;
i ABBOGIATES, INGS E
ENGINEERS VERT. N.T.S. !
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